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No. 26 gauge —x¢
corrosion -
resistant metal

3-1/2"
Minimum
€ Stucco
Exterior Lath
Weather Barrier
Weep Screed
_Y

L3
4" Minimum above earth
2" Minimum above paved areas

WEEP SCREEDS
Section 2506.5

This booklet was put together using excerpts from the Uniform Building Code Work-
book
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Attachment of metal
lath per Table 25-C

Table

Support spacing per

25-B Attachment of gypsum
lath per Table 25-C

[ lE I % [
: Stagger joints —b 4—5
First Coat S ' :
1 part plaster to f JHTIHIIAN [ j :
2 parts sand : —— :
Second Coat- 110 3 First Coat
1 part plaster to
2-1/2 parts sand
*-q...___.../
Finish Coat Finish Coat
Interior portland Interior gypsum
cement or gypsum plaster over
plaster metal lath gypsum lath

No. 18 wire backing
6" on center if not solidly sheathed

Paper Lap: — |

Horizontal - 2"
Vertical - 8"

Support spac
Table 25-B

INTERIOR PLASTER Section 2507

ing per

(A D
P o A X
LRI I I X S
LR
3/8" Thick -- First coat
1 part cement to 4

parts sand

3/8" Thick - Second coat
1105
____._—-——"'""""\...———s/
1/8" Thick -- Finish coat
103

Metal reinforcement fur out 1/4" and nail

. with galvanized nails 6" on center vertically
and 16" on center horizontally. Lap one full

mesh at all joints. Vertical joints to be

on sheathing or on studs.
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EXTERIOR PLASTER Section 2508
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JOINT TREATMENT

Gypsum wallboard

single-layer
| fire-rated assembly

VITIIII I ITIIIII IS IO I TIIIIIS AV 77777777

< <

B GETTI NP IITIII ISR TIIIIEOTEETY, Y TTIITIY

Joints over wood
framing need
not be trated

Section 2511.5, Exception 2

USE OF GYPSUM BOARD IN SHOWERS
AND WATER CLOSETS

Gypsum board not permitted
on ceiling as backup material

in tub/shower enclosure

\ A\

A

Water-resistant
gypsum board K

backing acceptable
if not installed
over a vapor retarder*

~J

Tile or wall

Tub/shower enclosure
or water closet
~ compartment

*Water-resistant gypsum board not permitted as backing in areas subject to high humidity,
such as saunas, steam rooms or gang showers.

Section 2512
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Fastener Spacing
at_Sidewalls:

Nails - 8" max.
Screws- 12" max. for

framing 24" o/c

- 16" max. for

framing 16" o/c

Gypsum Board

Parallel to
Studs

E

Nails - 7" max.

Screws - 12" max.

Ceiling Joists,
Typical

@« ® & & & & & 8 @

11

I . - - "
Gypsum Board Perpendicular to Studs

-Studs,—| |
. Typical . “7

-

1/2" thick Gypsum Wall Board - No. 13 gauge, 1-3/8" long, 19/64" head; 0.098" diameter, 1-1/4"

long, annular ringed; 5d, cooler or wallboard nail (0.086" dia.,
1-5/8" long, 15/64" head).

5/8" thick Gypsum Wall Board - No. 13 gauge, 1-5/8" long, 19/64" head; 0.098" diameter, 1-3/8"

long, annular ringed; 6d, cooler or wallboard nail (0.0926" dia.,
1-7/8" long, 1/4" head).

3/8" min. from

sheet perimeter to fastener

SINGLE NAILING APPLICATION

Approximately 12" on center for the pair of nails
\ 2 nails spaced 2" min. to 2-1/2" max apart
!

Sidewall

8" max. spacingat

sheet perimeter

L1

L 1]

L1

L1

I
.Ceiling

7" max. spacing at
*sheet perimeter

DOUBLE NAILING APPLICATION
Table No. 25-G
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v Second story w/ braced

l wall panels in accordance
Wi Sec. 232011, 46
r~ e’ ~
51} {.ﬂ‘
Headsr (most commonly —— ||~
garage) \|
. A 3g" plwd. each face w/ &d
T, 4% common nais @ &' QC al
W\ panels edges. Blocking at all
\\\ all unsupported plwd. edges.

2'-8" min. panet length (L)

Tie-down device approved
by buiiding official, 3000#
capacity

5/8” dia. Anchor bolts w/
2” x 2” x 3/16” washers.
(Sec. 1806.66) @ 10" £

Foundation continuous for
length of braced wall line w/
1 #4 rebar continuous top

and bottom.

Figure 7—Alternate braced wall panel, first story of
two-story building.
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p Header {most commanly garage)

Y

T~ 5" phwd. w/ & common nails @
: 6" QC all panel edgss. Blkg. @ all
“4{ unsupported piwd. edges.

r
Jrn.. watn, W 1

238" min. panel fength (L)

10'-0" max. panel height (H)

Tie-down device approved by building
afficial, 1800 # capacity

R

e

{ - |
L b
j V allfoweres l"— ﬁ 5/8” - dia. anchor bolts with 2” x 2” x

r' L ! 3/16” washer (Sec. 1806.6)

5

5 1|@

= hand

2| - . .

5|8 S~ Foundation continuous for
=3 e length of braced wall line

E 13 W/ one #4 rebar continuous
~ E top and bottom.

Figure 6—Alternate braced wall panel, one-story building
Section 2320.11.4
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Inspection Division
1500 Warburton Avenue
Santa Clara, CA 95050

Building a better community”

Phone: 408-615-2440
Permit Center: 408-615-2420
Fax: 408-241-3823

Email: buildinginspection@ci.santa-clara.

I:/Bldg/Final/Forms/A
Date: 5/30/03

The Building Inspection Division has served
the community for more than sixty years.
The Building Inspection Division 's mission is
to protect the public health and safety by
assuring that all installations and
construction methods meet state and local
codes. By being well informed of these
codes and requirements you can assist in
assuring a safer environment for you and

your family.
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